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Suomessa kiviainesten saatavuus on vaikeutumassa erityisesti kasvu-
keskusten alueella, ja kiviaineksia joudutaan kuljettamaan käyttökoh-
teisiinsa yhä kauempaa. Toisaalta maarakentamisen ja kalliolouhin-
nan yhteydessä muodostuu suuri määrä ylijäämäkiviaineksia, joista 
osa kuljetetaan sopivien hyödyntämiskohteiden puuttuessa maan-
kaatopaikoille. Ylijäämäkiviainekset ovat kallioperän ja maaperän 
kiviaineksia, jotka on jostain tietystä syystä poistettu niiden alkupe-
räiseltä paikalta, vaikka niille ei siinä yhteydessä välttämättä ole ollut 
osoittaa käyttötarkoitusta tai lopullista sijoituspaikkaa. Tämä selvitys 
on osa Geologian tutkimuskeskuksen (GTK) hanketta Rakentami-
nen ja kiviainekset (RAKI), jonka tarkoitus on edistää ylijäämäkivi-
ainesten käyttöä neitseellisiä kiviaineksia korvaavana vaihtoehtona. 
Ylijäämäkiviainesten hyödyntämisen nykytilaa ja sen kehittämis-
mahdollisuuksia selvitettiin kyselyillä, jotka suunnattiin kuntasekto-
rille, ympäristökeskuksille, maakuntaliitoille ja kiviainesyrityksille. 
Pääkaupunkiseudun ja Tampereen seudun ylijäämäkiviaineshuol-
losta esitetään yksityiskohtainen kirjallisuuskatsaus. 

The availability of rock aggregates is becoming more difficult in 
Finnish urban regions and transportation distances are increasing. 
On the other hand, a large amount of leftover aggregates accumulates 
by earthworks in construction areas and through quarrying. These 
are not always effectively utilized but are dumped at landfill sites. 
Leftover aggregates include rock and mineral material from bedrock 
and soil that have been removed from their original location for a 
specific reason, even though no use or final placement may neces-
sarily have been assigned to them at the time. This study is part of a 
project entitled Construction and Aggregates (RAKI) carried out by 
the Geological Survey of Finland (GTK). The aim of the project is to 
promote the utilization of leftover aggregates in order to spare natu-
ral resources. The current situation and obstacles to the utilization of 
the leftover aggregates were investigated with an enquiry addressed 
to municipalities, environmental authorities, provincial federations 
and aggregate companies. A detailed description of the conditions in 
Helsinki and Tampere regions has been included.
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